Following lists changes since 8/22 version. (Mac section was completely rewritten after 8/22, so changes listed here for the Mac section are after the rewrite).

IB-20/IB-21 changed to IB-2x throughout

• In “contents”,

“Windows NT Printing” links to “Windows NT 4.0 LPR Printing” (inconsistent)

Please fix. Use Windows NT 4.0 Printing

• In “install_adminman.htm” under “Kprint”,

broken link in the original at Windows NT 4.0 LPR Printing

Please fix.

• In “product_information”,

Installing the IB-20/IB-21 Interface Card in the Printer : original link goes to “contents.htm” instead of “install_NIC.htm”

Please fix.

• In “netware_printing” under “Quick NetWare Setup”,

Installing the IB-20/IB-21 AdminManager should be: Installing the IB-20/IB-21 Utilities
The text is ok. The link should be to the Install AdminManager section of Installing the IB-2x Utilities.

• In “tcpip_setting” (“IP Address Configuration”),

Installing the IB-20/IB-21 AdminManager should be: Installing the IB-20/IB-21 Utilities

The text is ok. The link should be to the Install AdminManager section of Installing the IB-2x Utilities.

• In “troubleshoot”, under “NetBEUI vs. LPR Printing”

Windows Printing via TCP/IP connects to “Windows 95/98 Printing: TCP/IP” (inconsistent)

Please fix. Use Windows 95/98 Printing: TCP/IP

• In “windows_printing_lpr” (“Windows 95/98 Printing: TCP/IP”) under “Configuring the IP Address Using AdminManager”,

Setting the printer IP Address Information : broken link in the original; it is supposed to connect to “tcpip_setting.htm”, the title of which is “IP Address Configuration” – (inconsistent)

Please fix. Use IP Address Configuration

Installing the Interface Card : add “in the printer”

Please fix.

[below Figure 1]

Setting the printer IP Address Information : linked file “IP Address Configuration” (inconsistent)

Please fix. Use IP Address Configuration

[below Figure 3]

Creating a Kprint Port for TCP/IP Printing : “Creating a” needs to be included in the link

Please fix.

[below Figure 6]

Installing the Printer in Windows goes to “Installing the Printer under Windows 95/98” (inconsistent)

Please fix. Use Installing the Printer under Windows 95/98

[below Figure 8]

Installing the Interface Card goes to “Installing the IB-20/IB-21 Interface Card in the Printer” (inconsistent)

Please fix. Use Installing the IB-20/IB-21 Interface Card in the Printer

[also below Figure 8]

(2 occurrences on page:) Installing Printer Driver links to “Installing Printer Drivers” (plural)

Should be Installing the Printer Drivers

• In “windows_printing_netbeui.htm” (under “Windows 95/98 Printing: NetBEUI”),

Windows Printing via TCP/IP links to “Windows 95/98 Printing: TCP/IP” (inconsistent)

Please fix. Use Windows 95/98 Printing: TCP/IP

Setting Up PC for NetBEUI Printing links to “Setting Up the PC for NetBEUI” (inconsistent)

Please fix. Use Setting Up the PC for NetBEUI

[under “Changing NetBEUI Parameters”]

Installing the Interface Card links to “Installing the IB-20/IB-21 Interface Card in the Printer” (inconsistent)

Please fix. Use Installing the IB-20/IB-21 Interface Card in the Printer

In “windowsnt4_lpr” under “Windows NT 4.0 Printing”

“Verifying Windows NT 4.0 Required TCP/IP Components” should be a link

It is two lines below. No need to link.

[under “Configuring the IB-20/IB-21 IP Address”]

Setting the IP Address Information links to “IP Address Configuration”

Please fix. Use IP Address Configuration

[under “Configuring the LPR port for Windows NT 4.0”]

Installing the printer drivers links to “Installing Windows 95/98 and NT 4.0 Printer Drivers” (inconsistent)

Please fix. Use Installing Windows 95/98 and NT 4.0 Printer Drivers

Additional items

Fixed Figure Sequence and links in windows_printing_lpr.htm. The first figures were both #1 so all had to be renumbered.

Fixed Figure Sequence and links in Macintosh.htm. Several Figures were numbered incorrectly. Changed bookmarks and links for:

2nd Figure 4 changed to Figure 5

Figure 2 changed to Figure 3

Figure 7 changed to Figure 8

