D-Link

Quick Installation Guide
DP-300U

D-Link Fast Ethernet
Print Server

This product can be setup using
any current web browser, i.e.,
Internet Explorer 6 or Netscape
Navigator 7.0

Before You Begin

You will need an Ethernet-enabled device, such as a laptop or desktop computer
and a USB or parallel-port printer that will connect to the DP-300U.
Important: TURN OFF the power to the printer before installing
the DP-300U.

Check Your Package Contents

DP-300U Multi-Port Print Server

CD-ROM (Software, Manual and Warranty)

& Using a power

supply with a
different voltage rating
will damage this
product and void its
warranty.

5V DC 2.5A Power Adapter

If any of the above items are missing, please contact your reseller.

©2003 D-Link Systems, Inc. All rights reserved. Trademarks or registered trademarks are the property of their respective holders. Software and
specifications subject to change without notice. DP-300U 02142003



Connecting The DP-300U To Your Network

First, insert one end of a straight-through CAT5 Ethernet RJ-45 cable
into the “Network Port” (shown below.) Connect the other end of the
cable to the LAN port of the gateway or switch. Note: Do not connect
the power cord to the DP-300U until you are advised to do so

Cable/DSL Modem “Dﬂﬂ?ﬂf [pr

Router

T printer
DP-300U

Fast Ethernet
Print Server

Computer 1
Desktop PC or Laptop

[E: e &The USB Port is designed only for
—- - direct connection to USB Printer. No

et el other USB devices will be recognized.

Network Network
Printer Printer

Next, make sure that the Printer is turned OFF.

Using the USB cable or printer cable, connect one end of the cable to
the USB or parallel port of the DP-300U (shown below) and the other
end to the USB or parallel port of the printer.

Turn ON the printer.

— P e

Power Plug| |Parrallel Port 1] Parrallel Port 2] [USB Port][Network Port]

Then, plug one end of the power adapter into the DP-300U and the
other end into your electric outlet.
The DP-300U will turn on and begin a self-test.

& For Mac OS printing, please refer to users manual located on CD-ROM.
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Setting up your DP-300U for network
printing in Windows XP

For additional Windows operating system setup or information
on the web-management interface, refer to the manual located
on the CD-ROM.

The factory default IP address of the DP-300U is 192.168.0.10. In order to
print to the printer(s) through the DP-300U, the DP-300U must have the
same IP network settings as your network. IP address can be assigned
manually or automatically by DHCP, BOOTP or RARP. To access the
print server’s web configuration, manually assign an IP address on one of
the PC’s on your network to the same subnet as the print server.

& WWireless Network Connection Properties

Go to Start > right click on
My Network Places >

General | ‘wireless Metworks | Authentication il Advarced |

Cannect using:

select Properties > Double-click on |88 DLink DFE 5301 Fast Ethemet Adapter |
the Network Connection associated
Wlth your Network Ad apter This connection uzes the following items:

g Client for Microsoft Metworks
g File: and Printer Sharing for Microsoft Hetworks

Click Internet Protocol (TCP/IP)

Ipstall... Uninztall Froperties

= = Description
c I Ic k P ro pe rtl es Trangmiszion Contral Protocol/Intermet Protocol. The default
wide area network, pratocol that provides communication
across diverse interconnected nebworks
Show icon in notification area when connected
I n pUt a Statlc I P add ress in the Internet Protocol (TCP/IP) Properties
same range as the print server. |
*rou can get |P settings assigned automatically if your network supports
this capability. Otherwise, pou need to ask pour network administrator for
the appropriate P zettings.
Obtain an IF address automatically
Select Use the following IP address {(& Ui v iotoning P adess )
IP address:
Subret mask:
IP address: 192.168.0.52 Defeul gatenay: i |
Subnet mask: 255.255.255.0
Obtain DNG serve

(&) Use the following DNS server addresses:
Preferred DNG server: L el J

Altemate DNS server:

' Click OK :

(——




Setting up your DP-300U for network
printing in Windows XP (continued)

—- Wireless Network Connection Properties |E|F>Z|
C I ick OK tO apply I P add ress General |Wira|ess Metworks | Authentication | Advanced
Settl n S Cannect using;
gs. | B D-Link DFE-530TH+ Fast Ethemet Adapter |

Thiz connection uses the following items:
g Client for Microsoft Networks

g File and Printer Sharing for Micrazoft Metworks
QQDS Packet Scheduler

&t Protocol [TCPAP)
ol Gt
Dresciiption

Trangmiszion Contral Protocol/lntermet Protocol. The default
wide area network protocal that provides communication
acrose diverse interconnected networks

Shaw icon in notification area when connected

' CliCk OK : | Ok Cancel

‘2 DP-300U- Microsoft Internet Explorer

Using your web browser enter File Edt ‘iew Favortes Tools  Help
the IP address of the DP-300U. — (o
By default the IP address is set Q= @ [ EA® 7
to 192.168.0.10 S g fg hietp: /{192 165.0.10 )

DP-300U
Fast Ethernet Print Server

BT Configuration. IEZTIN TR

The IP address of the DP-300U can

® | =
be modified on the Network tab of -
the web configuration menu.

The following instructions use the
print server’s default IP address as
an example. Make the appropriate
changes if you modify the DP-300Us
IP address.

Apply Cancel




Setting up your DP-300U for network
printing in Windows XP (continued)

Building Networks for People DP-300U
Fast Ethernet Print Server

. | Home MNLTTECN  Tools | Help
Click on the Configuration tab to S

Server Name [PS-Ab620F

view the current Port Settings. ‘

Admin Contact I
System .
Password New Password
[r—— Contirm Again
Network
Usor

Port Setting

-1— e Ponname ({5t

Description

& Write down on a piece of paper e el

. ]
the Port name that you wish to use. ]
Speed High v
v !
Description T ]
)
Apply Cancel

For Windows XP:
Go to Start>Printers and Faxes>Add
a Printer or Go to Start>Control Fle Edt View Favorites Tools  Help

Panel> Printers and Faxes Qe -0 - 3

/._ ) search

Address IC_L;._. Printers and Faxes

Double-click on the
“Add Printer” icon

add Printer

Add Printer Wizard E

Welcome to the Add Printer
Wizard

This wizard helps you install a printer or make printer
connections,

= If pau have 5 Plug and Play printer that connects

through a USE port [or any other hot pluggable
poit, such as |EEE 1334, infrared, and so on), you
do not need to use this wizard. Click Cancel to
cloze the wizard, and then plug the printer's cable
into your computer or point the printer boward your
computer's infrared part, and turn the printer on.
Windows will autamatically install the printer for you.

To continue, click Next.

Click Next




Setting up your DP-300U for net-
work printing in Windows XP

(continued)

Select “Local Printer.”

Please make sure to
deselect Automatically
detect and install my
Plug an Play printer.

Add Printer Wizard

Local or Network Printer
The wizard needs ta know which type of printer to set up,

Select the option that describes the printer pou want ta use:

(& Localper stachedio s conpuier )

[ Automatically detect and install my Plug and Play printer

= & network printer. or a printer attached to anather computer

A To set up a network printer that iz not attached to a print server,
\\l) uze the "Local printer" option.

Click Next

Select “Create a new port.”
At the pull-down menu,
highlight “Standard TCP/IP
Port.”

Click Next

Add Printer Wizard

Select a Printer Port
Computers communicate with printers through ports,

Select the port you want your printer to use, |f the part is not listed, you can create a
e port,

£ Use the following port ILPTW: [Recommended Printer Port] ﬂ

ote: Most computers uze the LETT: port to communizate with & local printer
The connector for this port should look something like this:

o
(+ Create a new port:
»pe of pork:

Mext > Cancel

Click Next

Add Standard TCP/IP Printer Port Wizard

‘ Welcome to the Add Standard
TCP/IP Printer Port Wizard

“Y'ou use thiz wizard to add & part for a nebwork printer
Before continuing be sure that:

1. The device is tumed on,
2. The network is connected and configured.

Ta continue, click Mext

x|

Cancel

(=2}



Setting up your DP-300U for network
printing in Windows XP (continued)

Type in the IP address of the
print server. (i.e. 192.168.0.10)
The port name will
automatically be filled in.

Click Next

Add Standard TCP/IP Printer Port Wizard x|
Add Port %L
For which device do you want to add a port?
L

Enter the Printer Name or [P address, and a port name for the desired device.

Printer Mame or IP &ddress:

|1 52.168.0.10

Poit Name. ||P_1 52168010

&This may take a few seconds

- { ! Mext > ! | Cancel

Add Standard TCPAIP Printer Port Wizard

| Port Inf

Select “Custom”
Then click on Settings.

F
The device could not be identified

The detected device iz of unknown bype. Be suie that:
1. The device is properly configured
2. The address on the previous page is comect

Either correct the addiess and perform another search on the netwark by returning ta the
previous wizard page or select the device type if vou are sure the addiess is conect.

Device Type
) Standard
() Custom

Click Settings

Select “LPR”

J [

< Back l[ Mext > Cancel ]

Configure Standard TCP/IP Port Monitor

Port Settings |

Port Name: [IP_18z 188010 |

Printer Name or IP Address: |182.1EE.U.1U |

Protocol
) Raw

Raw Settings

Input the port name of
the port being used by
the printer

LPR Settings
(Jueue Mame:
S—

I‘qu 12306-F1

[C]LPR Byte Counting Enabled

[ SMMP Status Enabled

Click OK

1
Cancel




Setting up your DP-300U for network
printing in Windows XP (continued)

Click Next

Add Standard TCP/IP Printer Port Wizard

Additional Port Information Required
The device could not be identified

The detected device is of unknown type. Be sure that:
1. The device is properly configured,
2. The address on the previous page is carect.

Either conect the address and perform another search on the network by retuming to the
previous wizard page or select the device type if pou are sure the address is conect.

Device Type
(1 Gandard

Click Finish

[ :‘" Mext > Cancel J

Completing the Add Standard
TCP/IP Printer Port Wizard

You have selected a part with the following characteristics.

SHMP: No

Frotocal LPR. PS-1123DE-P1
Device: 192.168.0.10

Port Hame:  IP_192.168.0.10
Adapter Type:

To complete this wizard, click Finish.

In this window, scroll down to find
your printer. (If it is not listed, insert
the driver CD or diskette that came
with your printer.)

Click on “Have Disk.”

Then, scroll down and highlight the
printer.

Click Next

T 4 Finish Cancel
—

Add Printer

rd

Install Printer Software
The manufacturer and model determine which printer software ta use.

ym Select the manufacturer and model of your printer. IF your printer came with an installation
disk. click Have Disk. If your printer is nat listed, consult pour printer documentation for
compatible printer software.

€

b anufacturer [ ] | Printers [«
Fuijitsu S HP Laser)et 3200 Series PCL

GCC | S P Lasertet 3200 Series PS

L eeri HF Laser)st 4 =
Gestetner

HP HP Laser)et 4000 Series PCL
e Blle s s |

(b This diver is digitally signed. “windoves Update l

Tell me why diiver signing is important




Setting up your DP-300U for network
printing in Windows XP (continued)

Add Printer Wizard
MName Your Printer O
“fou must assign a name ta this printer. w

At this screen, you can input a

name fOf th IS prl nte r. Tupe aname for this printer. Because some programs do not suppart printer and server
name combinations of more than 31 characters, it is best to keep the name as short as
possible.

Printer name:
HF Laseret

['o you want to use this printer as the default printer?
1 Yes
" No

Click Next Bl _‘| Nest > II Cancel |

e v

Select “Yes” to print a test page Prnt Test Page
p p g ;0 cu:lfumtghat the printer iz ingtalled properly, pou can print a test page. Q‘-O"

Do you want to print a test page?

£ No

Click Next e .‘| Nest > II Cancel

——

Your Setup is Complete!

Add Printer Wizard

Completing the Add Printer
. . L wWizard
The printer is now ready for printing

Wlth Wl nd OWS XP’ on you rn etwo rk . You have successhully completed the Add Printer Wwizard.

Y'ou zpecified the following printer settings;
Marne: HF Laserlet

Share name:  <Mot Shared>

Port: IP_192168.0.10

Modek HF Laserlet 4000 Series PCL
Deefault: Mo

Testpage: Mo

To close this wizard, click Finish.

Click Finish {

LCancel |




Technical Support

You can find software updates and user documentation on the D-Link website.

D-Link provides free technical support for customers within the United States and
within Canada for the duration of the warranty period on this product.

U.S. and Canadian customers can contact D-Link technical support through our
website, or by phone.

Tech Support for customers within the United States:
D-Link Technical Support over the Telephone:
(877)453-5465
24 hours a day, seven days a week.

D-Link Technical Support over the Internet:
http://support.dlink.com
email:support@dlink.com

Tech Support for customers within Canada:
D-Link Technical Support over the Telephone:
(800) 361-5265
Monday to Friday 8:30am to 9:00pm EST

D-Link Technical Support over the Internet:
http://support.dlink.ca
email:support@dlink.ca

Tech Support for customers within

the United Kingdom & Ireland:
D-Link UK & Ireland Technical Support over the Telephone:
+44 (0)20 7365 8440 (United kingdom)
+353 (0)12 421 061 (Ireland)
Monday to Friday 8:00 am to 10:00 pm

D-Link Technical Support over the Internet:
http://www.dlink.co.uk

D-Link

Building Networks for People
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